
Available Product Models 

  Model No. 3CT-6A  
CPVC construction, 0-90 GPH, 1-6" cartridge  

  Model No. 3CT-1A  
CPVC construction, 60-150 GPH, 1-10" cartridge  

  Model No. 3CT-2A  
CPVC construction, 120-300 GPH, 1-20" cartridge  

  Model No. 3CT-3A  
CPVC construction, 180-450 GPH, 1-30" cartridge  

  Model No. 4CT-1A  
CPVC construction, 60-150 GPH, 1-10" cartridge  

  Model No. 4CT-1B  
Polypropylene construction, 60-150 GPH, 1-10" cartridge  

  Model No. 4CT-2A  
CPVC construction, 120-300 GPH, 1-20" cartridge  

  Model No. 4CT-2B  
Polypropylene construction, 120-300 GPH, 1-20" cartridge  

  Model No. 4CT-3B  
Polypropylene construction, 180-450 GPH, 1-30" cartridge  

  Model No. 6CT-3A  
CPVC construction, 280-400 GPH, 3-10" cartridge  

  Model No. 6CT-6A  
CPVC construction, 300-540 GPH, 3-6"/5 lbs. of carbon  

 

 Model No. 6CT-9A  
CPVC construction, 450-720 GPH, 3-30"/10 lbs. of carbon  

  Model No. 8CT-5A  
CPVC construction, 300-750 GPH, 5-10" cartridge  

  Model No. 8CT-5B  
Polypropylene construction, 300-750 GPH, 5-10" cartridge  

  Model No. 8CT-10A  
CPVC construction, 500-900 GPH, 5-6"/9 lbs. of carbon  



 

 Model No. 8CT-15A  
CPVC construction, 750-1200 GPH, 5-10"/18 lbs. of carbon  

  Model No. 8CT-20A  
CPVC construction, 1000-1500 GPH, 5-20"/27 lbs. of carbon  

  Model No. 12CT-12A  
CPVC construction, 720-1200 GPH, 12-10" cartridge  

  Model No. 12CT-12B  
Polypropylene construction, 720-1200 GPH, 12-10" cartridge  

  Model No. 12CT-24A  
CPVC construction, 1200-1920 GPH, 12-6"/35 lbs. of carbon  

 

 Model No. 12CT-36A  
CPVC construction, 1800-2520 GPH, 12-10"/50 lbs. of carbon  

  Model No. 2-6CT-6A  
CPVC construction, 450-810 GPH, 6-6"/10 lbs. of carbon  

  Model No. 2-6CT-9A  
CPVC construction, 675-1080 GPH, 6-10"/20 lbs. of carbon  

  Model No. 2-8CT-10A  
CPVC construction, 750-1350 GPH, 10-6"/18 lbs. of carbon  

  Model No. 2-8CT-15A  
CPVC construction, 1125-1800 GPH, 10-10"/36 lbs. of carbon  

  Model No. 2-12CT-24A  
CPVC construction, 1800-2880 GPH, 24-6"/70 lbs. of carbon  

  Model No. 2-12CT-36A  
CPVC construction, 2700-3780 GPH, 24-10"/100 lbs. of carbon  

 


